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Z-Head
 DV, HDV, or Broadcast Remote Head 

� Cost effective
� Lightweight
� 4kg load
� Upgradable
� Invertable
� Weatherproof
� 16mm spigot mounting
� LANC or Broadcast drive
� Adjustable balance
� 360 degree pan & tilt
� No drift when stopped

The Z-Head is a versatile, digitally controlled, remote head, designed to accommodate the latest
range of small HDV cameras as well as broadcast remotes.  It offers fully proportional pan & tilt
moves and has a LANC output to control the functions of the camera.  It is simple to rig and
operate and fits directly onto a standard 16mm spigot mount.

Using the Z-Head with various types of camera is easily possible and different control protocols
can be embedded into the firmware if required.

There are a number of built-in options, which are accessible depending on the controller used
and also options which can be specified on order or retrofitted.

A simple, single head joystick has been developed for the Z-Head to offer the essential controls
at a modest price.  However, any Bradley Engineering controller can control the head.
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 Specifications            

Weight; 1.5kg

Electrical; 12-24v, <1A

360 pan in 6sec.

 Standard functions    

Pan
Tilt
Hi / Lo Speed
Reverse 
Zoom (LANC)
Focus (LANC)
Run/Stop (LANC)

Broadcast Version

 Optional Extras

Waterproof sockets

Broadcast or Teleconference Lens drive (12 pin Hirose)
with variable, independent max. speed adjustment.

Uprated Gear sets;
Close tolerance tilt mechanics and anti backlash pan servo
External tilt clutch release

RS232 integrated camera control

Assignable ident for multi head operation *

High or Low Speed servos and drive
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Mini Joystick


